
• Welded rectangle steel tubing frame construction provides maximum stability.

• New aluminum alloy bed surface has the same strength but weight 30% less.

• Two piece split frame design is easy to use, set up, and operate.

• Heavy Duty 5” swivel, locking casters provide increased security.

• Trendelenburg, reverse trend position can be easily achieved.

• UL approved electronic system (made in U.S.A) provides quiet and smooth operation.

• Weight Capacity: Model T5048 - 800 lbs. HCPCS Code: K0550

• Weight Capacity: Model T5054  & T5060 - 1000 lbs. HCPCS Code: K0550

Heavy Duty T5000

West 1-800-367-6160                                    East 1-800-548-6596

HI / LO HEAD / FOOT BED END    HEAD FRAME     FOOT FRAME FABRIC       OVERALL OVERALL
OPERATION    OPERATION       WEIGHT WEIGHT              WEIGHT           HEIGHT         WIDTH          LENGTH

T5048     ELECTRIC      ELECTRIC 38 lbs           145 lbs 157 lbs        13 - 30”         48” 88”         

T5054     ELECTRIC      ELECTRIC 40 lbs           162 lbs 173 lbs        13 - 30”         54” 88”        

T5060     ELECTRIC      ELECTRIC 42 lbs           178 lbs 189 lbs        13 - 30”         60” 88”         

MODEL


